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SAFETY PRECAUTIONS
A DANGER

Machine MUST be properly grounded to prevent electrical
shock to personnel. Failure to do so could result in serious
injury or death. Do NOT immerse any part of this equipment in
water. Always unplug the equipment before cleaning or
servicing. Do not use excessive water when cleaning.

A WARNING

NEVER put your fingers or any object into the heating area.
We do NOT assume any liability for injury due to careless
handling or operation of this equipment.

A WARNING

ALWAYS wear safety glasses when servicing this equipment.

A WARNING

Any alterations to this equipment will void the warranty and may cause
a dangerous situation. NEVER make alterations to the equipment.
Make sure all machine switches are in the off position before plugging
the equipment into the receptacle.

A CAUTION

This equipment is sold for commercial use only. Only personnel
that are trained and familiar with the equipment should operate
the equipment. Carefully read all installation, and operating
instructions before operating the equipment,

A CAUTION

This machine is NOT to be operated by minors. Minors are classified
as anyone under the age of 18.

BB P IOR| B>

NOTE

The information, specifications and illustrations contained in this manual represent

the latest data available at time of publication. Right is reserved to make changes as
required at the discretion of Gold Medal Products Company without notice.
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INSTALLATION INSTRUCTIONS

CHECKING SHIPMENT

Unpack carton and check thoroughly for any damage which may have occurred during transit. Damage claims
should be filed immediately with the transportation company. Gold Medal Products is not responsible for
damage that may occur in transit.

ELECTRICAL REQUIREMENTS

A DANGER

Machine MUST be properly grounded to prevent electrical
shock to personnel. Failure to do so could result in serious
injury or death. Do NOT immerse any part of this equipment in
water. Always unplug the equipment before cleaning or
servicing. Do not use excessive water when cleaning.

Your Hot Dog Roller Grill requires a 120 volt/60 cycle/15 amp outlet, and should be operated on a dedicated
line. Make sure to have a qualified electrician supply the proper electrical requirements before plugging the
machine into an outlet.

OPERATING PROCEDURES

1. Place hot dogs on rollers. Turn heat to designated temperature. Left knob controls the heat of
one set of five (5) rollers and the right controls the other set of five (5) rollers.

2. For low heat, set control(s) to LOW using one or both sets of rollers. For high capacity, set
control(s) to MEDIUM or HIGH using both sets of rollers.

CARE AND CLEANING INSTRUCTIONS

Although corrosion resistant, stainless steel should be cleaned daily to prevent pitting. Do NOT use anything
abrasive for cleaning (e.g. steel wool).

1. T UNPLUG THE POWER CORD FROM THE OUTLET !!

2. Remove any remaining hot dogs from rollers.

3. Remove drip pans and clean thoroughly.

4. Use a mild detergent, soap and water, or soda-water to clean the roller grill. Rinse after

washing and dry thoroughly before using.

5. When unit has been thoroughly cleaned and dried, reinsert drip pans beneath the rollers.

6. The unit is now cleaned and ready for operation, and it is safe to plug it back in.
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MAINTENANCE INSTRUCTIONS

A CAUTION

THE FOLLOWING SECTIONS OF THIS MANUAL ARE IN-
TENDED ONLY FOR QUALIFIED SERVICE PERSONNEL WHO
ARE FAMILIAR WITH ELECTRICAL EQUIPMENT. THESE ARE
NOT INTENDED FOR THE OPERATOR.

A WARNING

Adequate eye protection must be used when servicing this
equipment to prevent the possibility of injury.

A DANGER

Machine MUST be properly grounded to prevent electrical
shock to personnel. Failure to do so could result in serious
injury or death. Do NOT immerse any part of this equipment in
water. Always unplug the equipment before cleaning or
servicing. Do not use excessive water when cleaning.
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System Parts Location Guide

8023-Medium Roller
Assembly (10) p/n 88232,
8024-Short Roller Assy.
p/n 88231.

8025-Long Roller Assy. p/n
88233

Teflon Bearing
(20) p/n 87589

8023-Bottom Cover
p/n 87647

8024-Bottom Cover
p/n 87602

8025-Bottom Cover
p/n 87634

Strain Relief
#SR-10-2 p/n 87163

Lead-In Cord 15A
Plug p/n 22038

8023-Drip Pan
p/n 87646

8024-Drip Pan
p/n 87606

8025-Drip Pan
p/n 87636

Knob, Control
(2) p/n 38389

Switch, DPST Rocker
(2) p/n 42532

End Cover (2)
p/n 87601

Crutch Tip (4)
p/n 49123

Glide Feet (4)
p/n 47328
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Motor, 120V CW
ré/n 87531 Heat Control, Switch, DPST Rocker
(Gray Fan) Minidogeroo (2) p/n 42532

(2) p/n 87297

Motor, 120V
CCW p/n 87532
(Black Fan)

AT\ ARV O

]

Support, Element
(2) p/n 87900

Positraction
Sprocket (8)
p/n 87988

Chain Idler Assy. (2)
p/n 68708
This assembly includes
all chain idler parts
illustrated.

Lower Drive
Chain p/n 87590

Master Link Drive
Chain (2) p/n 87044

Sprocket, Drive
(2) p/n 87353

Spring p/n 68734

Insulator Board
(2) p/n 88194

90W Heat Element (10)
(p/n 88123 for 8023)
(p/n 87376 for 8024)

(125W Heat Element p/n

88236 for 8025)

Conductor Plate
(4) p/n 87898

Upper Drive
Chain p/n 87591

Y4 - 20 X %2 Hex Head
Bolt p/n 14821

#10 Flat Washer
St. Stl. p/n 12178

Idler Pivot
Med Split Lock - S i = p/n 83106
Washer Y p/n 74526
- / / \ : Idler Bracket
Spring Pivot | [8-32 x % Phil Pan || Idler Sprocket p/n 68707
p/n 83107 SMS p/n 87255 p/n 69824
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ORDERING SPARE PARTS

1. Identify the needed part by checking it against the photos, illustrations, and/or the parts list.
2.
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